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Floor guide 

T-Guide Holz

ALU 100 NEO ET3 Wood

Fastening material

Adapter profi le End caps set ET3-80-EU Motor

W258, 2080 mm 177430-24 With control unit, power supply 
unit, incl. 6 meter toothed belt, 

 defl ection unit, adapter T365 18 
mm, toothed belt clamp and button 

with cover frame

Flange

8069, 2 pieces

Track

T365, 2080 mm

Stopper

SX 100A, 2 pieces

Cover 

B259, 2250 mm

Hanger

RX100A, 2 pieces

ALU 100 NEO ET3



5555

Maximum Door Weight 80 kg

Height 71 ± 3 mm

Door Leaf Thickness 25 – 45 mm

Maximum Door Width 600 mm

Minimum Door Width 1125 mm

Voltage 24 V via external power supply (100 – 240 V)

Technical Notes

Anodized aluminium, EV1, silver NEO100ETH

Anodized aluminium, C31, stainless-steel-look NEO100ETHC

Complete Set ALU 100 NEO ET3 Wood Article Number
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ALU 100 NEO ET3 Holz

ID: ENG-024009

Ersatz für: Ersetzt durch:

Artikel Nr.: NEO100ETH

1,4:1 Gewicht Allgemeintoleranz
DIN ISO 2768-mK

Tolerierungsgrundsatz
EN ISO 8015

Zg. Nr.: TIGER

Abwicklung in mm

33.088 kMaßstab

Werkstoff

Erstellt

Geprüft Haake

ALU 100 NEO ET3 Holz
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