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Floor guide

T-Guide Holz

Fastening material Tool

MX Support fl ange

202083A-45NEO, 2 pieces

Adjustable stopper

SX 100H, 2 pieces

Hanger 

RX100A, 2 pieces

Quality hardware with minimal height for wooden doors.

Now with anodized components and integrated height adjustment for easier assembly.

ALU 100 NEO PRO MX

ALU 100 NEO PRO



6363

Maximum Door Weight 100 kg

Height 47 ± 2 mm

Door Leaf Thickness 30 – 45 mm

Minimum Door Width 500 mm

Technical Notes

System-Set PRO100MX
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ALU 100 NEO Pro MX

ID: ENG-024034

Ersatz für: Ersetzt durch:

Artikel Nr.: PRO100MX

1,5 : 1 Gewicht Allgemeintoleranz
DIN ISO 2768-mK

Tolerierungsgrundsatz
EN ISO 8015

Zg. Nr.: TIGER

Abwicklung in mm

81.545 kgMaßstab

Werkstoff
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ALU 100 NEO PRO

Classifi cation according to DIN EN 1527

Use 

Category

Durability Door 

Weight

Fire 

Resistance

Safety Corrosion 

Resistance

Security Door 

Type

Initial 

Friction

– 6 2 0 – 0 – 1 3


